A Study on the Structural Safety of Buildings using Image Metrology

Alfred Sunday Alademomi
Department of Surveying & Geoinformatics, Faculty of Engineering, University of Lagos, Lagos, Nigeria
| Centre for Multidisciplinary Research and Innovation, Suite C59, New Bannex Plaza, Wuze 2, Abuja, Nigeria
salademomi@unilag.edu.ng (corresponding author)

Eganoosi Esme Atojunere
Department of Soil Science & Biosystems Engineering, College of Agriculture, Fisheries and Forestry, Fiji National University, Nasinu Fiji Islands, Oceania
eganoosi.atojunere@fnu.ac.fj

Tosin Julius Salami
Department of Surveying & Geoinformatics, Faculty of Engineering, University of Lagos, Lagos, Nigeria
jsalami@unilag.edu.ng

Abiodun Olawale Alabi
Department of Surveying & Geoinformatics, Faculty of Engineering, University of Lagos, Lagos, Nigeria
aoalabi@unilag.edu.ng

Olaelekan Abee Jimoh
Department of Surveying & Geoinformatics, Faculty of Engineering, University of Lagos, Lagos, Nigeria
aojimoh@unilag.edu.ng

Sunday Amos Ishola
Department of Surveying & Geoinformatics, Faculty of Engineering, University of Lagos, Lagos, Nigeria
sundayishola138@gmail.com

Inioluwa Victor Ayantayo-Ojo
Department of Surveying & Geoinformatics, Faculty of Engineering, University of Lagos, Lagos, Nigeria
initojo@gmail.com

Joseph Olayemi Odumosu
Department of Geomatics, Faculty of Environmental Sciences, University of Benin, Nigeria
joseph.odumosu@uniben.edu.ng

ABSTRACT
This research aims to explore the potential of image metrology as a substitute for monitoring building structural deformations. It utilizes stereo-photogrammetry and the Kalman filter in its approach. The ultimate goal is to reduce the damage to human lives and property caused by the collapse of building structures in urban areas. Image metrology and conventional geodetic surveying were both used in monitoring the deformation of a selected building prone to land subsidence. Four geodetic monitoring stations were established using the GNSS surveying technique, while 10 photo points were placed on the selected building for deformation monitoring. Simultaneous observation of photo points and acquisition of
their images were carried out during the first three months of this study. The data acquired via geodetic survey were subjected to least square adjustment while the images acquired were subjected to stereo-photogrammetry and Kalman filtering for extraction and refinement of photo point coordinates. The preliminary results show that image metrology is comparable to conventional geodetic survey methods for monitoring building deformation down to 100 mm. The t statistic value of 1.524234 and t critical value of 1.7291333 justify the comparability.

Keywords-deformation studies; building failures; image metrology, Kalman filter

I. INTRODUCTION

The collapse of large structures can have severe consequences, including threats to public health and safety, environmental contamination, and significant economic loss. These impacts are especially pronounced in developing countries and densely populated cities [1-3]. Over the past 50 years, building collapses in Lagos State, Nigeria, have resulted in the loss of over 400 lives, with at least 135 cases reported between 2007 and 2013 [2]. The recurring building failures in Lagos may be linked to the constant threat of sea-water encroachment, weakening foundations and causing structural instability [4-5]. Structural analysis of building materials can give more insight to causes of building failures in response to climatic and natural phenomena [6].

Deformation in engineering and building structures is an intriguing area of research for scientists, environmentalists, and engineers alike, given the wealth of knowledge available in the field [7-15]. The existing knowledge indicates that each target structure for deformation studies has its own unique characteristics in terms of instrumentation and techniques. While satellite-based data and open data algorithms can be used for large structures like dams and bridges [9, 12], field data and novel algorithms need to be developed for smaller structures, including residential buildings [8, 10-11]. Among all the reviewed approaches employed for monitoring, including the use of Building Information Management (BIM) [15], image-based deformation measurement has attracted the attention of scientists and researchers due to its cost-effectiveness, time efficiency, and instrumentation [7-9, 11-14, 16-19]. In this research, the concept of image-based deformation measurement was investigated in comparison with the conventional geodetic surveying technique [7]. To advance the concept of image metrology for building deformation studies, and to make it simple and accessible for use, especially in developing cities where building failures are frequent, there is a need to develop both field and data processing procedures. The results should be comparable to those obtained using the conventional geodetic surveying technique.

This research employs the concept of a geodetic control network for deformation measurement. The deformation measurements of interest in image metrology include lateral displacement ($\Delta x$), horizontal displacement ($\Delta y$), and vertical displacement ($\Delta z$) [7, 11]. The deformation measurements from image metrology can be expressed mathematically as:

$$X = f(L)$$  

where $X$ is the matrix of the parameters, $\Delta x$, $\Delta y$, and $\Delta z$ represent the displacement along the $x$, $y$, and $z$ direction, respectively, $x_i$, $y_i$, $z_i$, $x_f$, $y_f$, and $z_f$ are the initial and final points coordinates, and $L$ is the observation matrix.

$$I_k = A_k X_k + V_k$$  

where $I_k$, $A_k$, and $V_k$ are the observation vector at time $t_k$, the transition matrix from time $t_{k-1}$ to $t_k$, and the noise vector for the measurement model, respectively. $X_k$ is the state vector at time $t_k$, $\varphi_{k|k-1}$ is the transition matrix from time $t_{k-1}$ to $t_k$, and $W_k$ is the noise vector representing the dynamic model at time $t_k$.

Fig. 1. Concept of stereo-photogrammetry.

This study seeks to investigate the concept of image metrology as an alternative for building deformation...
monitoring using stereo-photogrammetry and KF, aiming to minimize the loss of lives and the destruction of property due to failures of building structures in developing cities.

II. STUDY AREA

The selected building structure of focus in this study was the National Centre for Energy Efficiency & Conservation Building (Figure 2), which is part of the University of Lagos. This building is situated along Oduduwa Drive, within the University of Lagos, Akoka, in the Lagos Mainland Local Government Area of Lagos State, Nigeria. The geographical coordinates of this location fall between latitudes 6°30′N to 6°31′N and longitudes 3°25′E to 3°27′E. The structure stands at approximately 16 m height. Despite being in existence for a few years, it was only recently commissioned for use due to some observed deformations. Remedial measures have been implemented to ensure its stability. However, this study aims to conduct ongoing monitoring of the building’s structural health and evaluate the effectiveness of the implemented remedial measures.

![Ground view of the study area.](image)

Fig. 2. Ground view of the study area.

III. MATERIALS AND METHODS

The instrumentation and data collection spanned a period of 3 months as a baseline study [22]. Field and office reconnaissance were conducted, which included a desk study on the historically relevant data on the selected building sites, field investigation for in-situ GNSS control points and networks, and instrumentation and planning of continuous field observations. The adopted field procedures involved the use of conventional geodetic surveying for building deformation monitoring, and a method of image metrology for building deformation. With regard to the deformation study, two GNSS geodetic controls were used in the establishment of four monitoring geodetic control points using the fast static GNSS technique [23]. Ten photo-points were also marked at strategic locations covering the façade of the building and falling within the monitoring points’ Instantaneous Fields of View (IFOV).

In establishing the geodetic monitoring stations, the locations were sited away from environments susceptible to vibrations and disturbances [17]. Trimble R8 GNSS receivers were used, following the observation procedure of [23]. The post-processing results were adjusted and compared using CORS station data, which were located within a 150 m radius from the monitoring stations. Data collection from the photo-points was carried out in two phases: (1) Stereo-image acquisition, and (2) geodetic survey of the photo points. These phases were carried out simultaneously each day of observation. The stereo-image acquisition field procedure involved the use of a non-metric camera (Canon EOS 200D), centered and leveled with the aid of a tripod and a plumb bob on each monitoring station for instantaneous photos of the selected building. The field procedure followed the guidelines of [7], involving the use of an M3 total station in bisecting the photo-points from each monitoring station, while using a robotic total station for deformation study in order to minimize errors and adjust the redundant observations [18]. A file management database was created and used to store all recorded measured data and acquired images.

At the end of the data acquisition period, the acquired images were subjected to rigorous analytical stereo-image processing (stereo-photogrammetry), wherein, image conversion, extraction of pixel coordinates of photo-points, computation of photo coordinates and ground coordinates of the photo-points using the polynomial adjustment technique were implemented in MATLAB [18]. After the application of the stereo-photogrammetry techniques on the acquired images, the KF was used to compute the error covariance matrix of the photo-points’ ground coordinates and for further refinement [18]. Finally, the coordinates of the photo points collected via the geodetic survey were adjusted using the least square utility to minimize and inherent random errors.

IV. RESULT

The instrumentation and data collection spanned over a period of 3 months [22]. Field and office reconnaissance were conducted and these included: desk study on the historical relevant data on the selected building sites, field investigation for in-situ GNSS control points and networks, and instrumentation and planning of continuous field observations. From Table I, it could be inferred that point positioning using either image metrology or conventional geodetic method coincide with a difference of 100 mm or less which is in accordance with [24].

V. DISCUSSION

Looking at the comparability of values from the two methods, image metrology via stereo-photogrammetry for geodetic applications is rigorous and subjected to several factors that could influence the accuracy of its product [25]. The linear displacements per point per epoch were computed and are presented in Table II. It could be inferred that no point remained static over the observation period. Table II highlights point PH20.1 as having the highest velocity regardless of the method, showing the comparability of methods. From Table II, points of interests with high velocities were noted based on individual method and neighboring points. PH20.1, PH21.1, and PH21.2 were the points with the highest velocities per epoch under the image metrology while PH20.1, P03.1, and PH04 were the points with the highest velocities under the conventional geodetic method. The results show irreconcilable differences in the velocities and this may be due to variations in the directional movement of each point [16]. Physical investigation on the selected points indicates the presence of cracks around PH20.1, with the other points close to the base of the building.
Overall, the results show that image metrology can be used in monitoring the relative deformation in buildings by comparative analysis of the movement of neighboring points, which is in agreement with the argument posited in [7, 11].

Also, by examining the correlation statistics and conducting a t-test, Table III shows a relatively fair correlation value of 0.7 between image metrology and conventional geodetic survey for deformation monitoring of buildings [7, 11]. The t stat value of 1.524234 is comparable to the t critical value of 1.729133, showing that there is no significant differences in the means from the two methods (fail to reject the null hypothesis).

VI. CONCLUSION

Image metrology presents a novel approach in monitoring relative deformation in large buildings in terms of cost and execution. In this study, an effort was made to measure and quantify the relative deformation of selected photo-points on a building using both the conventional geodetic surveying technique and image metrology. Under image metrology, stereo-photogrammetry observation techniques were employed, along with the Kalman Filter algorithm for data filtering and analysis. A comparative analysis was carried out to assess the viability of image metrology for building deformation monitoring.

The preliminary results show that for relative point positioning, image metrology could be employed with an accuracy of 100 mm for deformation studies and applications. The use of the Kalman Filter on the stereo-photogrammetry values allows for minimization of random errors in the final values of photo-points. The results of the study indicate comparability in the results of both methods and a further area of research in developing algorithms to address the millimeter comparability of the proposed method.
This study answers the call for a less capital intensive approach to building deformation monitoring [2]. The study therefore, recommends further development of algorithms and field procedures in image metrology in terms of cost and effectiveness in order to make the use of image metrology in monitoring of building deformation and collapse an off-shelf concept for engineers and the general public.

ACKNOWLEDGEMENTS

The authors would like to acknowledge the Lagos State Research Council for providing the grant used for the execution of the research and the Department of Surveying and Geoinformatics for providing some of the equipment that was used for the research. Also, the authors would like to thank the Geospatial and Environmental Research Group for their contribution to the success of this study.

REFERENCES


AUTHORS PROFILE

Alfred Sunday Alademomi is currently a Senior Lecturer in the Department of Surveying and Geoinformatics, University of Lagos. He is the Coordinator of the Geospatial and Environmental Research Group (GERG) at the University of Lagos, and a Senior Research Fellow with the Centre for Multidisciplinary Research and Innovation (CEMRI). Alfred is a member of several professional associations, such as the Royal Geographical Society, London, the Challenger Society for Marine Science, UK, and the American Geophysical Union, USA (AGU). He
has published and reviewed many papers in reputable international journals and conferences. His research expertise include climate change, hydrography, coastal dynamics, environmental modeling, remote sensing & GIS, marine geodesy, lagoon and estuary ecosystem dynamics, and urban analytics.

Eganoosi Esme Atojunere is currently an Assistant Professor in the Department of Soil Science and Biosystems Engineering, College of Agriculture, Fisheries and Forestry, Fiji National University, Nasinu Fiji Islands, Oceania. His research interests include rheology, water resources and environmental engineering, artificial intelligence, engineering management, and systems engineering.

Tosin Julius Salami is currently a PhD student and an Assistant Lecturer in the Department of Surveying and Geoinformatics, Faculty of Engineering, University of Lagos, Nigeria. He is a member of the Geospatial and Environmental Research Group at the University of Lagos, and with research interest in hydrography, coastal dynamics, remote sensing, GIS analytics, marine geodesy, lagoon and estuary ecosystem dynamics, and urban analytics.

Abiodun Olawale Alabi is a Lecturer and researcher in the Department of Surveying and Geoinformatics, University of Lagos, Nigeria. A seasoned professional in Geomatics. He is a member of the Geospatial and Environmental Research Group at the University of Lagos. His research interests are digital photogrammetry, computer vision, artificial intelligence, geodesy, and data analytics.

Olalekan Abeeb Jimoh is currently a Lecturer II in the Department of Surveying and Geoinformatics, Faculty of Engineering, University of Lagos, Nigeria. He is currently pursuing a PhD degree in the area of Hydrography and Hydrodynamics studies. He is a Technical Leader of the Geo-modeling Research Group at the University of Lagos and a member of Geospatial and Environmental Research Group at the same University. His research interests include hydrography and hydrodynamics, environmental modeling, digital mapping, disaster monitoring, GIS, and remote sensing.

Sunday Amos Ishola holds a degree in Surveying and Geoinformatics from the University of Lagos, Nigeria. He is actively pursuing a career in hydrographic surveying and has a strong research focus on hydrography, deformation studies, remote sensing, marine science, data science, and artificial intelligence.

Inioluwa Victor Ayantayo-Ojo is a graduate of the Department of Surveying and Geoinformatics, Faculty of Engineering, University of Lagos, Nigeria with particular interest in the use of data to drive solutions for real world problems. He is a member of the Geospatial and Environmental Research Group (GERG) at the University of Lagos where he serves as a Research Assistant. His research interests include environmental modeling, deformation monitoring, remote sensing, hydrography, and meteorological dynamics.

Joseph Olayemi Odumosu is currently a Senior Lecturer at the Department of Geomatics, Faculty of Environmental Sciences, University of Benin, Nigeria. He has a PhD in Geodesy and his research interests are in geodetic machine learning, geospatial big data, gravity field modeling, and geodynamics. He is a member of national working committee on the realization of the Nigerian Geocentric Datum (NGD) 2023.